
STAGE:
optimal:
width: 12m
depth: 7m
height: 6m

minimal: 
width: 8m
depth: 7m
height: 5m

- black dance carpet on the whole surface
- white dance carpet: 4x 2m / there is possibility to customize by agreement /
- black velvet side and background curtains
- entrance to the stage from at least one side
- possibility of hanging 200 kg in the middle of the stage
- mirelon padding under the dance carpet (in case of hard surface underneath) / we bring our own /          
- white and black tape on the dance carpet
- 3x 5kg weights

LIGHTS:
9x PAR 64 CP 62 + �lter frames
2x PC 2000W + 3x FRESNEL 2000W + �lter frames + barndoors or 5x PC 2000W + �lter frames 
+ barndoors
2x PC 1000W + �lter frames + barndoors
1x Fresnel 1000W + �lter frame + barndoor
6x PC 500W + �lter frames + barndoors
4x Zoom Pro�le 25°-50° + �lter frame + 3x �oor stands
4x Fluorescent tube 21W / we bring our own /
1x Flood asymmetrical light AHR 1000W or dimming audience light

28 dimming circuits 2,3kW

Programmable lighting console with 24 sub-masters or manual dissociated IN/OUT crossfading 
DMX 512, standard fading curves

Filter Gels: 
Lee 201 Full C. T. Blue: 9x PAR 64 CP 62, 3x PC 500W, 4x Zoom Pro�le 25°-50°, 1x PC 2000W 

Lee 711 Cold Blue: 5x PC 2000W

Rosco 114 Hamburg frost: 3x PC 500W, 4x Zoom Pro�le 25°-50°, 3x PC 2000W
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Contact:
Zuzana Režná  /  tel.:  +420 734 546 837

e-mail:  z.rezna@gmail.com
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http://tyhle.cz/en/vys/

///  Technický rider 

Contacts:
Booking, contact person: Lukáš Karásek / +420 725 685 082 / info@tyhle.cz

Stage, Sound:  Šimon Janíček / tel.: +420 721 717 676 / kraxum@gmail.com
Lights:  Zuzana Režná  /  tel.:  +420 734 546 837  /  e-mail:  z.rezna@gmail.com

Web: tyhle.cz/en/vys
tYhle, z.s.
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SOUND:
- General PA (if its possible quadraphonic sound with sub-bass) but minimum: 
500W speakers with 15” loudspeaker driver
- sound is operated from PC-computer with jack 3.5 mm output

SCHEDULE:
Set-up in total: 10.5 h
- 3h Set-up of the truss (Lights + rope) 
- 1.5h Set-up of the set design (installation of the white dance carpet and of the orange tape)
- 1h set up of sound
- 3.5h focus
- 1.5h Programming

Ideal time schedule
Day before:
19:00–23:00 Set-up of the truss + set-up of the set design

Day of the performance:
9:00 – 13:30 focus + programming
14:00 – 15:00 set up of sound
15:00 – 17:00 rehearsal

- the presence of at least 1 local technician during the whole installation time 
(space, light and sound) is needed
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